
PB PB

Leschhorn GmbH & Co. KG 
Schlitzerstraße 6 · 60386 Frankfurt
069 42 09 76 0 · www.leschhorn.de

Leschhorn GmbH & Co. KG 
Schlitzerstraße 6 · 60386 Frankfurt
069 42 09 76 0 · www.leschhorn.de

06 ROHRVERBINDUNGSTECHNIK 11-15
06 ROHRVERBINDUNGSTECHNIK 11-15

P

P - 10

P200P200

D

d1

Q

H

UL94
HB

F Art. D H d1 Q q g F1 (N)
l P20025.TM06X1701 25 6 M06 17 7 1000
l P20025.TM08X2501 25 6 M08 25 14 1000
l P20025.TM10X3501 25 6 M10 35 25 1000
l P20035.TM08X2501 35 8 M08 25 18 1000
l P20035.TM10X..01 35 8 M10 25-40 25-32 1000
l P20040.TM10X3501 40 9 M10 35 35 1000
l P20050.TM10X3501 50 10 M10 35 40 1000
l P20060.TM10X3501 60 10,5 M10 35 50 1000

Presumable presence in the stock in %ver. PUK.23-0120

KNURLED MOUNTING FOOT WITH THREADED STUD

Material:
Polyethylene.

Surface:
Satin.

Colour:
Black (RAL 9011).

Insert:
Zinc plated steel threaded stud.

SPECIAL REQUESTS:

• It is possible to supply the inserts with different   
   lenghts, on request and for quantities (minimum  
   quantity 10.000 pcs).

Enter the stud length in the two . . of the code number
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Art. D H d1 Q � g F1 (N)
P20025.TM06X1701 25 7 M06 17 7 1000

P20025.TM08X2501 25 7 M08 25 14 1000

P20025.TM10X3501 25 7 M10 35 25 1000

P20035.TM08X2501 35 9 M08 25 18 1000

P20035.TM10X..01 35 9 M10 25-40 25-32 1000

P20040.TM10X3501 40 9 M10 35 35 1000

P20050.TM10X3501 50 9,5 M10 35 40 1000

P20060.TM10X3501 60 10,5 M10 35 50 1000
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P - STELL-UND 
GELENKFÜßE

GERäNDELTEr STellfuß MIT 
GEWINDESTIFT

Material:
Polyäthylen.

Oberfläche:
Satiniert.

Farben:
Schwarz (RAL 9011).

Einsatz:
Stiftgewindeschraube aus verzinktem Stahl.

SONDERAUSFÜHRUNG:

Boteco – P200 Stellfuß

Boteco – P200 Stellfuß,
Gerändelter Stellfuß mit Gewindestift


